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Área Total
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 | 

space saving it provides and for its ease of use.

remaining completely hidden and endowing your space with elegance and 

Project with sliding doors
Projet avec des portes coulissantes

          Save up to                           in the living space of this apartment with OPENSPACE sliding doors
                 Gain de    

5m2

1-

Sachet des accessoires de montage du caisson

Opening for control of the assembly accessories set

4-

 | 

 | 

Metallic door post (model Unico) others models in wood 

3-

CAIXILHO PARA PORTA DE CORRER
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Hauteur
Largeur
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CAIXILHOS | POCKET FRAMES | CONTRE-CHÂSSIS

Dimensões em milímetros
Dimensions en millimètres 
Dimensions in millimeters 

CARATERÍSTICAS TÉCNICAS DOS CAIXILHOS OPENSPACE

- Frame components assembled with “spot clinch” system without welding avoiding 
any corrosion points.

- Galvanized mesh for mortar adherence (according to each model).

- Metallic spacers.

les modèles restants.

 

LEI DA ACESSIBILIDADE
 

 770 mm 
2000 mm.

900 mm
1000 mm 

775 mm.

80 kg 120 kg



RÈGLE | STANDARD | NORMA

GARANTIA OPENSPACE

- A Gosimat Lda
OPENSPACE

- 

DURABILIDADE
Durability

SEGURANÇA DE PESSOAS
People security

TIPO DE SISTEMA
System type
Type de système

MASSA DA PORTA
Door mass
Masse de la porte

RESISTÊNCIA À CORROSÃO
Corrosion resistance

ATRITO INICIAL

System according to this standard Sliding door | Porte coulissante

not tested

Folding door  | Porte pliante 

Folding doors | Portes repliables

NORMA EN1527 : 2013
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> 330 Kg*

- Gosimat Lda
the anti-corrosion of the following "OPENSPACE"                   

body manufactured in galvanized steel 

mesh for plaster adherence.

load capacity. The needle bearing trolleys were 

-

followed.

- Gosimat Lda

"OPENSPACE

tous les accessoires et chariots avec 
roulements à aiguil les avec une 

chariots avec roulements à aiguilles 

-
ciaux et dans le cas de composants 

- Les instructions fournies dans 


